
Megatronics  
 Dual Battery Controller 

 
 
 

 
 
 
 

Suitable for 12 volt charging systems only. 

 

Installation instructions - 

A.  Red - Main battery positive lead  

B.  Orange - Auxiliary battery positive lead 

C.  Black - Controller earth lead. 

 

1. Select suitable mounting position for Megatronics controller as far away as 

possible from heat sources such as exhaust manifolds and pipes as it may 

melt the insulation off the cables and damage the case of the unit. The most 

suitable position is generally on the firewall or between the batteries to be 

wired in as higher position as possible. 

Ensure all cabling can be routed to avoid sharp protrusions and other moving 

items. We recommend encasing cabling in convoluted tubing to avoid damage 

and using heat shrink to protect terminal connections. 

 

2. Connect “C” the thin black wire to a suitable earth on the body or chassis 

ensuring it gets a good metal to metal contact. 

 

3. Connect a suitable size earth lead for your uses to the auxiliary battery. 

(Excess cable from the power leads may be used or suitable cable purchased) 

 

4. Connect “B” the large orange cable to the positive terminal of the auxiliary 

battery. 

 

5. Connect  “A” the large red cable to the positive terminal of the main battery. 

 

After starting the vehicle the batteries will be linked when the main battery 

terminal voltage reaches 12.9 volts. (Red LED light on controller) 

On some new vehicles with ECU activated alternators you will need to wait till 

the engine is at operating temperature. 
 

If the red LED is pulsing the controller is in current limiting mode,  

eg: the auxiliary battery is relatively low charge state and the alternator is 

putting out above 75amps. This is done to protect and ensure a longer life of 

your batteries and electrical system. 

   MEGATRONICS 

    Controller 

A A 

B 

C 

Main Battery Auxiliary Battery 

Vehicle earth Vehicle earth 

Vehicle earth 


